1. TOPOGRAPHICAL SURVEY WAS PERFORMED BY NORTHWEST DESICN CROUP, INC., ON
BENCH MARK AUGUST 21, 2012

BM 1, EL 108.81 2. HORIZONTAL CONTROL IS BASED ON AN ASSUMED BEARING OF S27°00°00°W BETWEEN
:',"g‘;"::: SDE CONTROL PONT 1 AND CONTROL POINT #2 SET 1/2° RODS WITH CAPS.
BN 2, EL 9630 3. ELEVATIONS SHOWN ON THESE PLANS ARE BASED ON AN ASSUMED ELEVATION OF
TS W S0 100.00 FT AT CONTROL PONT 1 SET ROD WTH CAPS.
5 P 4. CONTOUR INTERVAL IS ONE FEET.

5. WATER LEVEL IS SUBECT TO CHANGE. THE CONTRACTOR IS RESPON

MAKING_A DETERNATION OF WATER LEVELS, AT NAY EXST DURNG CONSTRLCTON
6. STAKE CLEARING LITS FOR CO APPROVAL PRIOR TO CLEARING.
7. HAUL EXCESS EXCAVATION OFFSITE & DISPOSE OF LEGALLY.

CLEARNG LINITS (TYF)

SLOPE STAKE LINE (TYP)
PROP EDGE OF GRAVEL (TYF) —-
PROP EDGE OF PAVT (TYP) ——
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EASTERN REGION (R9) RANGER DISTRICT FR 3132 OVER SWEIGER CREEK




